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CONSTRUCTION DETAILS SPECIAL NOTE
A. INSTALL 5 FT. BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON P. INSTALL 1 INCH GALVANIZED STEEL CONDUIT (FOR
AND SIGN (ORIENT PARALLEL TO CROSSWALK). NOTE: INSTALL 1-2 [. USE EXISTING MAST ARM POLE. REMOVE EXISTING PEDESTRIAN DETECTOR SLEEVE). 1. REFER TO ROADWAY PLANS FOR SIDEWALK
IN. CONDUIT BEND IN POLE BASE. REFER TO STANDARD MD UNUSED HOLES. REWINE ExlotiNe PEOESTRIAN RUSHBOTIDN. PLUC DETAILS AND DIMENSIONS.
801.01-01 FOR FOUNDATION. TOP OF FOUNDATION SHALL BE CONDITT INTD EXISTING CONDLLT Benp = NEADS: Q. REMOVE EXISTING HANDHOLE AND INSTALL |
INSTALLED FLUSH WITH SIDEWALK. CLEAN, CUT,» GALVANIZE AND ' ELECTRICAL HANDHOLE IN EXISTING LOCATION. TIE z- EEEEgEggsgﬁﬁEﬁgtEIgiﬁgmg{égg SHEET
CAP SIGNAL STRUCTURE. | J. USE EXISTING MAST ARM POLE. USE EXISTING PEDESTRIAN SIGNAL INTO EXISTING CONDUITS FEEDING CABINET: - :
B. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN gggggﬁﬁﬂ“—'F-?EQ'S\S/EPEE(Tgﬁ;g"lpﬁgaBﬁ%%N‘EﬁéEgGSARétbgL 10 R. REMOVE EXISTING HANDHOLE.
PEDESTRIAN SIGNAL HEAD,» APS PUSHBUTTON AND SIGN (ORIENT : ' STATE OF MARYLAND
PARALLEL TO CROSSWALK). NOTE: INSTALL 1-2 IN. CONDUIT BEND ggHSE?TH?I&%'EQ%!#?EGE&%EE gégg‘“ HEADS. TIE PROPOSED S. INSTALL 3 INCH SCHEDULE 80 RIGID PVC DEPARTMENT OF TRANSPORTATION
| IN POLE BASE. REFER TO STANDARD MD 801.01-01 FOR FOUNDATION. ' CONDUIT — TRENCHED. STATE HIGHWAY ADMINISTRATION
TOP OF FOUNDATION SHALL BE INSTALLED FLUSH WITH SIDEWALK. SRS OFFICE OF TRAFFIC & SAFETY
x\ K. REMOVE EXISTING PAVEMENT MARKING LINE. T. REMOVE EXISTING PAVEMENT MARKING BEYOND TRAFFIC ENGINEERING DESIGN DIVISION
| C. INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. L. INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED PROPOSED STOP L INE. MD 675 & PRINCE WILLIAM ST
| | THERMOPLASTIC PAVEMENT MARKING (PAID FOR AS 2-12 IN. WHITE
. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT -~ BORED- . PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING LINES). | PRINCESS ANNE, MARYLAND
GEOMETRIC LEGEND ’ : '
APPROVALS REVISIONS
————————— EXIST ING B INSTALL ELECTRICAL HANDHOLE. ' M. INSTALL 12 IN. WHITE HEAT APPLIED PERMANENT PREFORMED TRAFFIC SIGNAL PLAN
: THERMOPLASTIC PAVEMENT MARKING. ©UPCRADE T0 ARS AND LED COUNTDOWN] oopie e=pqr DATE 1-9-76 CONTRACT NO. AW 603-501-176
LTI LEGEND F.USE EXISTING CONDUIT. _ N g | XXIZiBSI33W7| | uv_|' .
o 'y 16 7z L "ﬁ
L S TORM DRAIN G.USE EXISTING CABINET AND CONTROLLER. INSTALL APS CENTRAL N. ABANDON EXISTING LOOP DETECTORS. N o peusin pockuy ppne 7 7 DSSONED BY.__B_THOMPSON COUNTY SWERSEL
""""""" Yo W WATER MA TN CONTROL UNIT (BY SHA FORCES). APS CENTRAL CONTROL UNIT ! 7 . B ASET, DV, CHIEF Q: : ‘ AW 603-501-176 4-9-82 DRAWN  BY MPS0 LOGMILE a
e - 0. INSTALL 6’X30° QUADRUPOLE TYPE LOOP DETECTOR 4
O e ELReTRIe caBLES 15 INCIDERNTAL 1O APS PUSHBUTTON 1TEM. ENCASED IN 1/4” FLEXIBLE TUBING (3-6-3 ??ﬂgéh&g?gé&&|’?ﬁ‘fniiéng w 21217 o \ o] [eo[ W[ | CHECKED BY ___ A BUDMEHUH TIMS NO.
Al I AERIAL CABLES H. ABANDON EXISTING CONDUIT WINDING) AND SPLICE TO PROPOSED 2-C ALUMINUM | e sessessand DIVISTON GHEF * §%205 5oi-1es PAP O 1O NO.
o foe § oo TELEPHONE CABLES |0 ' SHIELDED CABLE IN HANDHOLE. LOOP SHALL BE T T T —
E e FTBER=0PTIC . PLACED 1 FT. BEHIND STOP LINE- GFICE DRECTOR - | I TS NO.  1393C| DRAWING SP-I OF 2 SHEET NO. 1 OF 2
PLOTTED: Wednesday, October 26, 2011 AT 02:22 PM
FILE: \\rkkm\v2007\2007\07056_shahdd\Task0i_ADA\CADD\Tralfic\PLANS\MD 675 @ MD 918 (Broad Strest) & Prince Willam\pSG-0001 MD675@PrinceWilliam.dgn




